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HOLDS UP TO 3 SQUARE OR 2 ROUND BALES



The RAVAGE Bale Processor is designed to maximize processing time with the ability to

hold up to 3 squares or 2 round bales including a variety of bale types and sizes. With 

the live floor design and easy bale visibility, the operator has full control of the 

processing while having the capability to discharge bales that aren’t needed.

RAVAGE TOP FEATURES
1.	 Adjustable	Upper	Beater	to	Improve	Feeding.

2.	 One	Piece	Forged	Flails.

3.	 Live	Floors	Helps	Controls	Bale	Processing.

4.	 Spring-Loaded	Bale	Discharge	Door.

BUILT FOR  PRODUCTIVIT Y AND FLE XIBILIT Y
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S P E C I F I C A T I O N S
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•	 Spreads	evenly	up	to	50ft

• 550/45/22.5	High	Flotation	Tires

•	 Industrial	Forks

•	 Optional	3	or	4	Hydraulic	Controls

HEAVY	DUTY	GEARBOX	DRIVELINE

AUTO	TORQUE	LIMITING	CLUTCH

INDUSTRY	LEADING	

BALE	AND	

LOADING	VISIBILITY

IMPERIAL

Height (Forks Down) 99 in

Length (Forks Removed) 186.5 in

Length 233 in

Width 131.25 in

Weight 6575 lbs

Minimum Horse-Power 125 HP

Maximum Horse-Power 175 HP


