OPTIONS and SPECIFICATIONS

HAULMASTER OPTIONS 1100 1300N 1300 1500 1700 2000 2300

IF 1250/50R32 CFO S S S

800/60R32 Steerable Inline Tandem (SteerLock available w/CONNECT only) o} o] 0 S

LT378 Large Track (36" x 170") o] 0 o] 0 S ‘ S ‘ S

VF 520/84R42 CFO Row Crop Tandem o] o] o]

900/60R32 Steerable Inline Tandem (SteerLock available w/ CONNECT only) -- o]

1050/50R32 Steerable Inline Tandem (SteerLock available w/ CONNECT only) -- o] 0 ‘

TT324 Transfer Track (30" x 140") 0

TT324 Transfer Track (36" x 140") 0 o] 0

Tandem Brakes (for 2 wheels only) 0 o] 0 o] o] 0

B RIGHT OR LEFT HAND AUGER AVAILABLE
5-Points Scale 0 o} 0 o} S S S

Haulmaster CONNECT 0 o} 0 S ¢} 0 0

Haulmaster PRO o} o] 0 o] o] 0 o]

External CONNECT Scale Display o} o] o} o] o] 0 o]

Agrimatics Scale Indicator o} o] 0 (o] o] 0 o]

Digistar GT560 Scale Indicator o} (o] o} o] o] 0 o]

Manual Tarp 0 o] 0 o] o] 0 o]

Electric Tarp 0 o] 0 o] o] 0 o]

Hydraulic Jack 2 o} o] 0 o] o] 0 o]

Tow Hitch w/ Rope Hanger o} o] o} o] o] 0 o

CAT 4 Hitch S N S S S S

CAT 5 Articulating Hitch o] 0 S

2 Ag Cam Kit 0 o] 0 o] o] 0 o]

Mud Scrapers 0 o] 0 o] o] 0 o]

Fire Suppression System 2 0 o] 0 o] o] 0 o]

SPECIFICATIONS

1100-1300(N) w/TT324 & 1500-2300 w/ LT378

Width 12'2" 122 13'5" 13'5" 14 14 14

Overall Length 323" 32'3" 333" 333" 38’ 38 38

Tank Length 22'8" 22'8" 233" 23'3" 28'3" 28'3" 28'3"

Loading Height 10'2" n 10'5" n 106" n4" 122"

Transport Height 4" 122 14" 124" 12 129" 13'2"

Auger Max Height 14'9" 14'9" 16' 16' 16'4" 16' 4" 16' 4"

Auger Max Reach 9 9 10’ 10’ 9'8" 9'8" 9'8"

Ground Clearance w/ Standard Undercarriage 16" 16" 16" 13" 13" 13" 13"

Empty Weight w/ Large Tracks 30,100 Ibs 30,500 Ibs 30,800 Ibs 31,400 Ibs | 33,300 Ibs | 34,400 Ibs 35,300 Ibs

Empty Weight w/ 36" Transfer Tracks 28,500 Ibs 28,900 Ibs 29,200 Ibs --

Empty Weight w/ Tires & Wheels (1250 Tires) 22,200 Ibs 22,500 Ibs 22,800 Ibs --

Empty Weight w/ Row Crop Tandem (520 Tires) 24,800 Ibs 25,200 Ibs 25,500 Ibs --

Empty Weight w/ Steerable Inline Tandem 26,200 Ibs 26,900 Ibs 26,900 Ibs 27,300 Ibs | 30,800 Ibs 31,800 Ibs -- : ;s R L As S : ﬁ?‘
Tongue Weight 4,000 Ibs 4,000 Ibs 4,000 Ibs 41001bs | 4400lbs | 44400 Ibs 4,600 Ibs s ! S R e s ). PRIV e el i
Unloading Auger 22" 22" 22" 22" 24" 24" 24" ¥, ; i o ’700 & 200 0 m NO W A VA ILA
Horizontal Auger 22" 22" 22" 22" 22" 22" 22" ; : i RB ey - i | T i ; ) o -
Hydraulic Remotes 3 4 4 4 4 4 4 4 . .

Required Tractor HP (K 200 (150) 275 (200) 275 (200) 300 (225) 350 (260) 400 (300) 450 (336)

1250 520 Row 800 900 1050 17324 LT378

Track Track

Undercarriage Ground Contact Area 1250 Single Crop In-Line In-Line In-Line
Tire Tandem Tandem Tandem Tandem

Contact Area (in?) 3,050 2,950 3,950 4,800 5,600 6,400 9,200

With Row Crop Tandem, Width is 12:

=T #HAULMASTER

3 Haulmaster Pro Reduce to 1 Remote. Legend: (O - Optional ) (S - Standard) (- - NotAvailable ) M A N U FA C T U R I N G “ y u KHJ i




1700 & 2000 In-Line Tandem

NOW AVAILABLE 1100, 1300N, 1300, 1500, 1700, 2000, & 2300

e [AVALABLEHAUMMASTERIMODELS S fn
R X X X Yo i

UP TO 17FT AUGER SPOUT CLEARANCE

UNDERCARRIAGE WITH 30 DEGREE AUGER PIVOT RANGE systems giving the operator
CLEAN AND EFFICIENT WIRING advanced tools to be faster
OPTIONS WITH GROMMETS AND HIGH .
CUSTOM TARP SYSTEM : BOLT TOGETHER DESIGN QUALITY CONNECTORS and more efficient.
1100 - 1300 (N) MODELS: g%rﬁ%ﬂ?i 3:' ml\gm . Industry exclusive double tap to

Auger Fold/Unfold.

« Industry leading Auger Fold/
Unfold speed.

» Auto spout return home on fold.

- Comfortable joystick control for
gate, pivot, fold and spout.

» In-Line Tandem with SteerLock.
- Row Crop Tandem.

- Flotation Tires.

. Transfer Tracks.

- Large Tracks.

1500 MODELS:

« In-Line Tandem with SteerLock.
- Large Tracks.

1700-2000 MODELS: \

« In-Line Tandem with SteerLock.
- Large Tracks.

2300 MODELS:

- Large Tracks.

T <]

HAULMASTEH

" CONVECT

S . | : - wiNDows, i | Smart interface to interact
/B gl i ' . ; AN-0 TOW HITCH ' with your Haulmaster features.

- Detailed load tracking.
- No batteries required.

FUOWERWMIHO ILNh

custom Designed Direct Drive Gearliox

STEERLOCK SYSTEM’ - Information stored on controller,

not tablet.

Custom designed direct-drive
gearbox eliminates belts while
increasing throughput
efficiency.

The industry-first intelligent In-line
Tandem Locking System.

FIRE SUPPRESSION
SYSTEM
- 150 Gallon(US) Water Tank.

- 50ft Hose w/Reel.
» 40gpm Hydraulic Pump.

« Auto engage at high speeds.
- Auto engage when travelling in reverse.
- Increased stability and ease of use.

- Reduces maintenance.
- Improves grain flow efficiency.
- Exceptionally low profile design.

* Only available on In-Line Tandem with
Haulmaster Connect.




